
 

JTS Medical  Chi l lers  

1614 Industrial Way, Ste. 104 

Caldwell, Idaho  

(208) 453-1000 

www.JohnsonThermal.com 

JTS 15DIAC  

for the 

GE Optima 450W 

JTS 25DIAC  

for the 

GE Discovery  

450 & 750 

 City Water Bypass Panel Included 

 Standard One Day Start-up by a JTS Representative Included 

 Flow Meter & Filter required by GE are Included 

 Standard Operating Ambient of –20 to 120F 

 High Ambient Package Option (up to 140F) 

 Remote Terminal for Chiller Monitoring 

 Environmentally-Friendly Refrigerants 

 Dual Independent Refrigeration Circuits 

 Parts can be repaired or replaced on one circuit with the second circuit still cooling 

the MR system 

 Energy-Efficient Features 

 Digital Scroll Compressors—Compressors adjust capacity to match load; energy 

consumption decreases proportionally to the size of the load 

 Variable Speed Condenser Fans—EC motor driven fans slow down with no load or in 

cooler weather, saving electricity and saving money 

 Electronic Expansion Valves—Electronic valves can feed refrigerant at much lower 

refrigerant pressures. Power consumption of the compressor is directly proportional 

to the refrigerant discharge pressure; therefore our chillers use less power than 

chillers with thermostatic expansion valves 

Need something  

special?  Have a  

difficult one -off?   

Contact us  and weõll 

work out a custom 

solution for you. 

 

A little late ordering 

your chiller?    

We offer a òloaneró for 

just this reason.  In 

most cases we can 

expedite production, 

but we also can send 

out a temporary  

chiller to keep your 

project moving  

forward. 


